, TA  5F3-/

4 LTPP SPS Project Deviation Report State Code 1 9

Project Summary Sheet Project Code 0 a1 0 0
Project Classification Information
SPS Experiment Number: SPS-1 State or Province: Iowa
LTPP Region: [] North Atlantic  [X] North Central [ | Southern [ ] Western
Climate Zone: [] DryFreeze [ ] Dry-NoFreeze [X] Wet-Freeze [ ]| Wet-No Freeze
Subgrade Classification: Fine Grain [ ] Coarse Grain ?[_] Active (SPS-8 Only)
Project Experiment Classification Designation (SPS 1,2 and 8): K site approved, ] site constructed
Construction Start Date: May, 1992 Construction End Date: November, 1992
FHW A Incentive Funds Provided to Agency for this Project: [lYes [JNo
Deviation Summary

Site Location Deviations: [[] No Deviations [X] Minor Deviations [_] Significant Deviations
Construction Deviations: [] No Deviations [X] Minor Deviations | ] Sigruficant Deviations

Data Collection and Processing Status Summary

Inventory Data (SPS5,6,7,9): NA  [_] Complete Submussion [ ] Incomplete [ | Data Not Available

Materials Data: D] All Scheduled Samples Obtained and Tested [ | Incomplete
Construction Data: D] All Required Data Obtained [ ] Incomplete/Missing Data Elements
Historical Traffic Data: NA [_] All Required Historical Estimates Submitted (SPS 5, 6, 7, 9)

[] Required Estimates Not Submitted
Traffic Monitoring Equipment: X] WIM Installed On-Site IX] AVC Installed On-Site

[ ATR Installed On-Site ] No Equipment Installed

Traffic Monitoring: [ | Preferred [ ] Continuous [ | Minimum Below Minimum [ | Site Related

Traffic Monitoring Data: ] Monitoring Data Submitted [X] No Monitoring Data Submutted
FWD Measurements: [] Preconstruction Tests Performed X] Construction Tests Performed

X Post-construction Tests Performed ~ (Only Partial)
Profile Measurements: [[] Preconstruction Tests Performed [_] Post-construction Tests Performed
Distress Measurements: [] Preconstruction Tests Performed [ ] Post-construction Tests Performed
Maint. & Rehab. Data: X] Complete Submission [ ] Incomplete  [_] Data Not Available
Friction Data: [] Complete Submission Xl Incomplete  [_] Data Not Available

Report Status

Materials Sampling and Test Plan: X Document Prepared [] Final Submitted to FHWA
Construction Report: X] Document Prepared X] Final Submitted to FHWA
AWS: (SPS 1,2, & 8) [[] AWS Installed [ AWS Installaton Report Subrmtted to FHWA
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Materials Sampling and Testing Deviations
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X] Comments Pertain to All Test Sections on Project

[(] Comments Pertain Only to Section(s): (Specify)

Data Collection & Material Sampling and Testing Deviation Comments:

The Weather Station was not installed.

WIM not installed until the fall of 1993. Also, some modifications had to made to the original location of the

WIM because of extremely wet weather.

Only partial Post-construction FWD testing was performed.

The traffic lane of the project was completed in 1992 but the entire project was not completed until 1993. The

project was opened to traffic in June of 1993, but the profile, distress and friction information was not collected

until September and October of 1993.
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n@ Comments Pertain to All Test Sections on Project
[J Comments Pertain Only to Section(s): (Specify)

Site Location Guideline Deviation Comments:

This site was approved as an experiment K site, but a ] experiment site was actually constructed.

Several intersecting low volume roads are located within the test section limits. They have very little impact on

the overall traffic volume or load.

Two superelevated horizontal curves (2° 30" and 3° 00") exist within the test section limits.

Several vertical curves (0 to 1.7% grades) exist within the test sections limits.

Test section J7 is located in a shallow cut. All other sections are located on shallow fills. This section was

overlaid in November of 1993.
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78? Comments Pertain to All Test Sections on Project
[0 Comments Pertain Only to Section(s): (Specify)

Construction Guidelines Deviation Comments:

The Project was completed over 2 construction seasons (1992-1993). However, the driving lane of all sections

was completed in 1992.

Project was opened to bypass traffic in June of 1993.

Construction activities were delayed on numerous occasions due to an extremely rainy season. A very wet

subgrade may adversely affect the performance of the test sections.

Test section J4 experienced a soft subgrade and had to be reworked because it did not pass compaction

specifications.

Test sections ]J7 and ]J8 have a PATB that is 34" to 1” thicker than specified.

Page 1 of 1 Preparer Toby Crow Date 12-31-96




LTPP SPS Project Deviation Report State Code a1 9
Other Deviations Project Code a 0 0
ﬁ Comments Pertain to All Test Sections on Project
[0 Comments Pertain Only to Section(s): (Specify)
Other Deviation Comments:
None.
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